
PATRON COUNTING TURNSTILESDATASHEET
Crowd Control

SLT 
Patron Counting Turnstile
SLT waist high counting turnstiles are a high quality, low-cost solution. 
The SLT does not require power. The turnstile uses a non-contact 
magnetic switch to detect and output rotation counts.

Product Benefits
• Field configurable to rotate in one direction  

or bi-directionally
• Counts using non-contact rotation detection –  

no microswitches to adjust 
• Counts patrons as fast as they can walk  

throughthe passage area

Product Features

Single-Direction Counting The SLT uses a non-contact magnetic switch installed in the turnstile cabinet to detect 
rotations (turnstile does not require power)

Rotation Count Output
With a GWCB-12E controller, counts are output to GateWatch10 counting software 
over a TCP/IP network (page 11). Small digital counters can also be installed in the 
turnstile cabinet (page 13)

Smooth Arm Rotation Smooth turnstile arm rotation with automatic self-centering

Rugged Construction The SLT is designed to provide years of service
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Dimensions
Dimensions shown in inches (mm). 

Available Models 
• Key resettable digital counters installed in the cabinet 

(one per direction of travel)
• Powder coated cabinet
• Portable baseplate
• Extended arms
• Bullnose (rounded) cabinet ends 
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